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Ref. 005  DUST CONVEYING PLANT 

SIDERNAVAL para ARCELOR – Avilés  

 

 

 

   

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MAIN DATA 

 

Pneumatic conveying of dust from 

bag filter in Converters secondary 

purifier 

 

20 hoppers + 1 spark extinguisher 

Conveying capacity: 5 tn/h 

Ducting Ø 273 

Cyclonic filter 127 m2 

Motorfan 75 Kw. 

 
SUPPLY AND SERVICES 

 

Bunker type bag filter 

Motorfan 

Conveying and clean air ductings 

Suttoff valves & rotaries on hoppers 

Way selection valves 

Transport and packing 

Supervision and start-up 
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GORCO ingeniería del 
medio ambiente  

� 944635244 / � 944801223 
� gorco@gorco.es 

 

     

Ref. 005 – 4 

 

 

FILTER 

MOTORFAN 
7600 m3/h, 

~1700 mm.w.g., 

motor 75 kw 

5 th/h 
steel mill dust 
p=0,8-1,3 tn/m3 

Tª=40-130ºC 

PENUMATIC CONVEYING 
(REF. 005) 

PRESSURE 
RELEASE 

VALVE 


